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  	Oven Products	Portable Electrode Ovens	Type 1	

  
  
    
                Type 1 Rod Ovens
        



  
  
                	10 lb (5 kg) storage capacity for 14 in or 18 in electrodes
	Rod elevator for quick removal of electrodes
	10 ft cord locks into the oven base to create a fixed connection
	Body and lid insulation minimizes heat loss and energy usage
	Indicator light
	Safety Yellow color increases field visibility
	Spring latch tightly secures insulated lid for transport
	NEW 120/240V dual volt heating elements
	PN 1205500
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                More info        

  








	Type 2	

  
  
    
                Type 2 Rod Ovens
        



  
  
                	20 lb (10 kg) storage capacity for 14 in or 18 in electrodes
	Rod elevator for quick removal of electrodes
	Adjustable thermostat provides temperature control in the field
	10 ft cord locks into the oven base to create a fixed connection
	Body and lid insulation minimizes heat loss and energy usage
	Safety Yellow color increases field visibility
	Spring latch tightly secures insulated lid for transport
	NEW 120/240V dual volt heating elements
	PN 1205510
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	Type 5	

  
  
    
                Type 5 Rod Ovens
        



  
  
                	50 lb (25 kg) storage capacity for 14 in or 18 in electrodes
	Adjustable thermostat provides temperature control in the field
	10 ft cord locks into the oven base to create a fixed connection
	Body and lid insulation minimizes heat loss and energy usage
	Safety Yellow color increases field visibility
	Spring latch tightly secures insulated lid for transport
	With wheels/pull handle - PN 1205522 (without thermometer), PN 1205520
	With side handles - PN 1205523 (without thermometer), PN 1205521
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	Type 15	

  
  
    
                Type 15 Rod Ovens
        



  
  
                	150 lb (70 kg) storage capacity for 14 in or 18 in electrodes
	Adjustable thermostat provides temperature control in the field
	10 ft cord locks into the oven base to create a fixed connection
	Body and lid insulation minimizes heat loss and energy usage
	Safety Yellow color increase field visibility
	Spring latch tightly secures insulated lid for transport
	PN 1205530


        

  


  
    


  
  
      
              [image: ]

              [image: ]

              [image: ]

              [image: ]

          

  





  
  
                More info        

  










	Bench Ovens	Type 15B	

  
  
    
                Type 15B Bench Rod Ovens
        



  
  
                	150 lb (70 kg) storage capacity for 14 in or 18 in electrodes
	Adjustable thermostat provides temperature control in the field
	10 ft cord locks into the oven base to create a fixed connection
	Body and lid insulation minimizes heat loss and energy usage
	Safety Yellow color increases field visibility
	Spring latch tightly secures insulated lid for transport
	PN 1205531
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                More info        

  








	Type 300	

  
  
    
                Type 300 Bench Rod Ovens
        



  
  
                	400 lb capacity of 18 in (450 mm) electrodes
	Thermostatic control
	Circular oven chamber promotes airflow and consistent heating
	Shelving gives ability to fit a 50 lb can
	120/240V - PN 1200200 (without thermometer), PN 1200201 Model 16C
	240/480V - PN 1200101 Model 15D
	Stacking option also available (please refer to downloadable manual for ST PNs)
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	Type 40HT	

  
  
    
                Type 40HT Bench Rod Ovens
        



  
  
                	Baking oven returns electrodes to their desired state
	400 lb (182 kg) capacity for 18 in (450 mm) electrodes
	Adjustable temperature up to 800°F (425°C)
	Digital dual-temperature indicating PID controller with customizable profiles
	Unique heat-flow system provides uniform heating within the chamber
	PN 1204402 (1/240V), PN 1204400 (3/480V)
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	Type 200HT	

  
  
    
                Type 200HT Bench Rod Ovens
        



  
  
                	Baking oven returns electrodes to their desired state
	200 lb (90 kg) capacity for 18 in (450 mm) electrodes
	Adjustable temperature up to 660°F (350°C)
	Unique heat-flow system provides uniform heating within the chamber
	PN 1200461 (120/240V AC)
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	Type 900	

  
  
    
                Type 900 Bench Rod Ovens
        



  
  
                	1,100 lb capacity of 18 in (450 mm) electrodes in 10 different divided chambers
	Thermostatic control
	Circular oven chamber promotes airflow and consistent heating
	Available with optional thermometer for immediate temperature indication
	PN 1200301
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	Flux Ovens	Type 250FX	

  
  
    
                Type 250FX Flux Holding Ovens
        



  
  
                	250 lb capacity
	Adjustable thermostatic control
	Dispensing gate valve
	Permits easy handling of hot flux
	PN 1201920
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	Drywire Ovens	Type 4	

  
  
    
                Type 4 dryWIRE® Oven
        



  
  
                	Capacity of 4 spools of flux cored wire (12 in diameter) or 3 spools of flux cored wire (16 in diameter)
	Ideally suited for preheating parts or general purpose storage
	Thermostatic control
	Standard thermometer provides immediate temperature indication
	PN 1205438
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                More info        

  








	Type 24	

  
  
    
                Type 24 dryWIRE® General Oven
        



  
  
                	Capacity of 24 spools of flux cored wire (12 in diameter) or 16 spools of flux cored wire (16 in diameter)
	Door rack stores 50 lb of TIG rods
	Adjustable shelving arrangement offers flexibility to maximize spool storage space
	Ideally suited for preheating parts or general purpose storage
	Thermostatic control
	PN 1205431
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